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Colours  For an accurate colour match please request a sample.

Chartres is a stunning olden finish paving comprising of three modular sizes, each supplied layer is mixed to help create a variety of laying 
patterns. Chartres is also available in a large format block that can be used as an edging detail or laid in a herringbone pattern which is 
recommended for trafficked areas. Chartres edging and starter circles have been specifically designed to complement the range. 

Chartres  
Block Paving 
Data Sheet

Red Brindle Charcoal

Purbeck PennantVendageTraditional

Specification
Block Sizes 50mm 60mm 80mm

Mixed blocks per pack
Made up of the following sizes 434 434 310

250 x 150mm (blocks per pack) 140 140 100

150 x 150mm (blocks per pack) 196 196 140

150 x 100mm (blocks per pack) 98 98 70

Coverage per pack (m²) 11.2 11.2 8.0

Weight per pack (tonne) 1.23 1.47 1.42

Large Block Only †

Block sizes (depth) 60mm 80mm

250 x 150mm (blocks per pack) 280 200
Coverage per pack (m²) 10.5 7.5

Weight per pack (tonne) 1.38 1.33

Precast concrete block paving 
Manufactured to: BS EN 1338:2003
Tensile splitting strength 3.6 Mpa

Abrasion 50mm block Class 1, 60mm block 
Class 2, 80mm block Class 4, Resistance to 
weathering 50mm Class 2, 60 & 80mm 
Class 3, Slip/skid resistance Low

Finishes 
Olden finish
Bush hammered finish †

Applications 
50mm and 60mm for use on 
footpaths and domestic drives. 
80mm for use on commercial 
sites and roads.

† Special order - Bush hammered finish, Large block only and 60mm / 80mm mixed blocks in Red Brindle and Charcoal. 

a Forterra brand


