
Tufthorn Avenue, Coleford  
Gloucestershire, GL16 8PR

Formpave Email: sales@formpave.co.uk
Web:  www.formpave.co.uk

Tel: 01594 836 999   
Fax: 01594 810 577

Colours  For an accurate colour match please request a sample.

Chartres Boulevard is an impressive large modular paving manufactured with an olden or bush hammered finish that has been 
specifically designed for use in projects where architectural heritage is a major consideration. Chartres Boulevard comes in 80mm thickness 

with a variety of coursing widths of 225mm and 275mm, each layer contains twelve separate paving blocks of various sizes that are 
delivered in a standard laying pattern which can be varied to suit any individual design. Chartres edging have been specifically 

designed to complement the range.

Chartres Boulevard  
Block Paving 
Data Sheet

PurbeckTraditional Charcoal *Pennant

Specification
Block Sizes (depth) 80mm

Mixed blocks per pack
Made up of the following sizes: 120

400 x 275mm (blocks per pack) 20

150 x 275mm (blocks per pack) 20

200 x 275mm (blocks per pack) 20

250 x 275mm (blocks per pack) 20

150 x 225mm (blocks per pack) 20

300 x 225mm (blocks per pack) 10

400 x 225mm (blocks per pack) 10

Coverage per pack (m²) 7.75

Weight per pack (tonne) 1.37

Note: Chartres Boulevard paving packs contains layers of 12 separate paving blocks of 7 various sizes giving a total quantity of 120 blocks.

Precast concrete block paving 
Manufactured to: BS EN 1338:2003
Tensile splitting strength 3.6 Mpa

Abrasion 80mm block Class 4
Resistance to weathering Class 3
Slip/skid resistance Low

Finishes 
Olden finish
Bush hammered finish †

Applications 
For use in all applications.

* Colour purposes only. † Special order.  

a Forterra brand


